


Potassium lodide
1% Solution

Our Potassium lodide Solution is a very pure form of iodide. lodide is an
important micro-nutrient for many marine plants. It has also been
suggested that iodide may play an important role in enhancing a coral's
ability to adapt to rapid changes in light intensity and spectrum.

Available in - 8 fl. 0oz., 16 fl. 0z., 1 gallon

Strontium Chloride
20% Solution

Strontium Chloride is a highly soluble form of inorganic strontium which
makes it ideal for maintaining dissolved strontium levels in marine aquaria.
Our Strontium Chloride Solution is a very pure and concentrated form of
strontium, free of phosphates and nitrates.

Available in - 8 fl. oz., 16 fl. 0z., 1 gallon

Dried Marine Phytoplankton

Our Dried Marine Phytoplankton-TR (DMP-TR) is the new improved time re-
leased version of our Spray Dried Marine Phytoplankton (SDMP). While DMP
-TR consists of the same species of phytoplankton as our older SDMP, it
contains 65% more Highly Unsaturated Fatty Acids (HUFA) and is supplied
as larger particles which gradually break down into single cells (6-8 microns)
as the material passes through the circulation pumps of the aquarium. This
makes DMP-TR the most versatile food available to the reef aquarist.

Available in - 1 0z., 2 0z., 13.35 oz. (350 grams)

Calcium Hydroxide
(Kalkwasser Powder)

Calcium Hydroxide maintains calcium concentration and alkalinity in closed
marine aquaria. The calcium provided is directly used by calcifying
organisms, and the hydroxide ions provided readily convert dissolved CO2

= into bicarbonate and carbonate ions which are also directly used by
calcifying organisms. Our product is extremely pure and meets American
Water Works and Water Chemicals Codex Specifications.

Available in - 11b., 41b., 25 Ib.

CalOH), CAs #: 1305620

Ultra White Calcium
Carbonate Reef Substrate

Our Ultra-White Substrates provide the whitest calcium carbonate based
sand available to the marine aquarium hobbyist. This translates to
greater efficiency of lighting systems by providing increased levels of
reflected light from the aquarium bottom. Available in a fine grade with a
particle size of 0.43 - 1.18 mm (.016 - .047 in. ) and a coarse grade with a particle
size of 1.40 - 3.35 mm (.056 - .132 in. ) in 50 Ib. bags.




